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ARCHITECTURAL INDOOR LIGHTING

  Direct/Indirect General Lighting System

 AV 2'x2'
Compact Fluorescent

2 lamp
T8, T5 or T5HO

2 or 3 lamp

AV 2x2

Example: 2AV G  2 CF40 MDR 120 GEBORDERING INFORMATION

FEATURES
OPTICAL SYSTEM
• Twin matte white polyester powder paint finished reflectors pro-

vide uniform light distribution.  Optional diffuse aluminum stepped
reflector available.

• All diffusers control direct light distribution and glare by shield-
ing lamps from direct view.

• All shieldings snap into place by pivoting on light trap for easy
lamp access.

• Injection molded light traps prevent light leaks between shield-
ing and endplates.

SHIELDING OPTIONS
• Metal Diffuser staggered Round holes (MDR) 52% open perfo-

rated metal with .075" diameter holes backed with white acrylic
diffuser.

• Straight Blade Louver (SBL) sides of perforated metal with stag-
gered round holes and solid blade louvered center.  Sides and
louver backed with white acrylic diffuser.

• Metal Diffuser aligned Mini slots (MDM) 46% open perforated
metal backed with white acrylic diffuser.

• Acrylic Diffuser Prismatic lens (ADP) extruded acrylic lens
backed with white acrylic diffuser.

• Metal Diffuser staggered Linear slots (MDL) 45% open perfo-
rated metal backed with white acrylic diffuser.

ELECTRICAL SYSTEM
• Class P, Thermally protected, resetting, HPF, Non- PCB, UL

Listed, CSA-certified electromagnetic ballast is standard.
Energy saving and electronic ballast are sound rated  A.  Stan-
dard combinations are CBM approved and conform to UL 935.

HOUSING
• Housing is powder painted cold rolled steel.  All edges hemmed

or rounded.
• Trims available for standard 1" tee bar, mini-tee bar, screw slot

grids.
• Drywall ceiling adapters available.
LISTING
• UL listed and labeled. Listed and labeled to comply with Canadian

and Mexican Standards (see options).
Specifications subject to change without notice.

 Options

GEB Electronic ballast, <20% THD.
GEB10IS Electronic ballast, <10% THD, Instant Start.

GEB10RS Electronic ballast, <10% THD, Rapid Start.
ADEZ Advance Mark X two-wire dimming ballast. (CF40 only)

EL Emergency battery pack (nominal 300 lumens, see Life
Safety section).

GLR Internal fast-blow fuse.
GMF Internal slow-blow fuse.

LP Lamped. Specify lamp type and color.
PWS1836 6' prewire, 3/8" dia., 18-gauge, 3 wires.

RIF Radio interference filter.
HTC T-bar safety clips (snap-on)

LATC T-bar safety clips (screw-on)
CSA Listed and labeled to comply with Canadian

Standards.
NOM Listed and labeled to comply with Mexican

Standards.
Reflector Option

ASR Aluminum stepped reflector.

Lamp Type

17 17W T8 (24")
14T5 14W T5 (22")
CF40 40W TT5 (24")
CF50 50W TT5 (24")
CF55 55W TT5 (24")

24HOT5 24W T5 HO (22")

Series

2AV 2' wide
symmetric
distribution

2AV

 Trim Type

G Grid trim
ST Screw slot

Number of
Lamps

2, 31

Diffuser

MDR Metal diffuser,
round holes.

SBL Straight blade louver,
round holes.

MDM Metal diffuser, mini
slots.

ADP Acrylic diffuser,
linear prismatic lens.

MDL Metal diffuser,
staggered linear
slots.

Voltage

 120, 277, 347
Others available

Notes:
1 3 lamp available only with 14W T5, 17W T8 and 24W T5 HO.
2 Use G trim plus DGA accessory for fixture trim flange and

 fixture support in plaster or plasterboard ceilings.

Accessories

Order as separate catalog number.
DGA222 Flanged grid to drywall adapter, unit installation.
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MOUNTING DATA

AV 2x2

2AV 2x2 Direct/Indirect General Lighting

*DGA accessory available to provide ceiling trim flange and fixture support for
plaster or plasterboard ceiling. Recommended rough-in dimensions for DGA
installation is 24-3/4" x 24-3/4" (Tolerance is +1/8", -0”).

Mounting Data Appropriate
Ceiling Type Trim Type
Exposed grid tee G
Concealed grid tee       G
Screw slot ST
Plaster or plasterboard G*

2AV G  2CF40 MDR 120, (2) 40W TT5 RS lamps, 3150 lumens per lamp, s/m (along) = 1.2, s/m (across) = 1.3, test no. LTL6964

= 0 Alongo

= 90  Acrosso

= 0 Alongo

= 90  Acrosso

2AV G 2CF40 MDM 120, (2) 40W TT5 RS lamps, 3150 lumens per lamp, s/m (along) = 1.3, s/m (across) = 1.3, test no. LTL7078

Efficiency = 62.4%

2AV G 2CF40 ADP , (2) 40W TT5 RS lamps, 3150 lumens per lamp, s/m (along) = 1.2, s/m (across) = 1.3, test no. LTL6966

= 0 Alongo

= 90  Acrosso

For additional photometric information, visit our website at 'lithonia.com'.

RC
R

REWOPELDNAC
YRAMMUS

elgnA 0 54 09

0 1431 1431 1431
5 5331 8331 6431
51 1821 7921 4131
52 2811 3121 1421
53 3301 6801 8311
54 748 729 199
55 926 337 218
56 593 815 785
57 391 662 192
58 93 65 16
09 0 0 0

YRAMMUSNEMULLANOZ
enoZ snemuL pmaL% erutxiF%

º03-0 1501 7.61 8.62
º04-0 1371 5.72 1.44
º06-0 3903 1.94 7.87
º09-06 638 3.31 3.12

º09-0 8293 4.26 0.001
º081-º09 0 0.0 0.0

º081-0 8293 4.26 0.001

%NOITAZILITUFOTNEICIFFEOC

roolF 02

gnilieC 08 07 05 0
llaW 07 05 03 07 05 03 05 03 01 0

0 47 47 47 37 37 37 96 96 96 26
1 86 56 26 66 36 16 16 95 75 25
2 26 65 25 06 55 15 35 05 74 34
3 65 94 44 55 84 44 74 24 93 63
4 15 44 83 05 34 83 14 73 33 13
5 74 93 33 64 83 33 73 23 92 72
6 34 53 92 24 43 92 33 92 52 32
7 04 23 62 93 13 62 03 62 22 12
8 73 92 42 63 92 32 82 32 02 81
9 53 72 12 43 62 12 52 12 81 61
01 33 42 02 23 42 91 42 91 61 51

RC
R

Efficiency = 58.0%

REWOPELDNAC
YRAMMUS

elgnA 0 54 09

0 9911 9911 9911
5 4911 6911 0021
51 4511 1611 9611
52 0801 0901 8011
53 269 989 6101
54 418 658 098
55 536 986 927
56 334 594 235
57 922 072 162
58 34 75 55
09 0 0 0

YRAMMUSNEMULLANOZ
enoZ snemuL pmaL% erutxiF%

º03-0 649 0.51 9.52
º04-0 5651 8.42 8.24
º06-0 6382 0.54 5.77
º09-06 128 0.31 5.22

º09-0 7563 0.85 0.001
º081-º09 0 0.0 0.0

º081-0 7563 0.85 0.001

%NOITAZILITUFOTNEICIFFEOC

roolF 02

gnilieC 08 07 05 0
llaW 07 05 03 07 05 03 05 03 01 0

0 96 96 96 76 76 76 46 46 46 85
1 36 06 85 16 95 75 65 45 35 84
2 75 25 84 65 15 74 94 64 34 04
3 25 64 14 05 54 04 34 93 63 33
4 74 04 53 64 04 53 83 43 03 82
5 44 63 13 24 53 03 43 03 62 42
6 04 23 72 93 23 72 13 62 32 12
7 73 92 42 63 92 42 82 32 02 91
8 53 72 22 43 62 12 52 12 81 71
9 23 42 02 13 42 91 32 91 61 51
01 03 22 81 92 22 81 22 71 51 31

RC
R

Efficiency = 74.8%

REWOPELDNAC
YRAMMUS

elgnA 0 54 09

0 4451 4451 4451
5 1351 7351 4551
51 3741 6841 6151
52 5631 9931 2441
53 7021 4621 6231
54 6001 7801 9511
55 867 378 959
56 305 636 727
57 642 473 114
58 05 69 211
09 0 0 0

YRAMMUSNEMULLANOZ
enoZ snemuL pmaL% erutxiF%

º03-0 3121 3.91 7.52
º04-0 4002 8.13 5.24
º06-0 6163 4.75 8.67
º09-06 5901 4.71 2.32

º09-0 1174 8.47 0.001
º081-º09 0 0.0 0.0

º081-0 1174 8.47 0.001

%NOITAZILITUFOTNEICIFFEOC

roolF 02

gnilieC 08 07 05 0
llaW 07 05 03 07 05 03 05 03 01 0

0 98 98 98 78 78 78 38 38 38 57
1 18 77 47 97 67 37 27 07 86 26
2 37 76 26 17 66 16 36 95 55 15
3 76 95 25 56 75 25 55 05 64 34
4 16 25 54 95 15 44 94 34 93 63
5 65 64 93 45 54 93 44 83 43 13
6 25 14 53 05 14 43 93 43 92 72
7 84 73 13 64 73 03 63 03 62 42
8 44 43 82 34 43 72 33 72 32 12
9 14 13 52 04 13 52 03 42 12 91
01 93 92 32 83 82 32 82 22 91 71
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